


The Acquisition Station Is integrated with Y
transparent anti-X protective barrier for tt W
operator, L

it1s composed of:

- Software management image

- Remotized mammo control panel

- Off-line Images display and viewing fi s
Local fully functional operational mogs

- Patient information local Data Base

- 2 MPixel colour LCD Display System
DICOM 3.0 MG Conformity |
PDICOM STORE SCU
DICOM PRINT SCU !

- DICOM WORKLIST MANAGEMENT S
HIS-RIS-PACS Interface

La Stazione di Acquisizione & integrata con

un vetro anti-X di protezione
La workstation e composta da

- Software di gestione

- Display per visualizzare le immagini
- Modalita operativa locale completamente
funzionale

- Data Base locale (informazioni paziente)

- Pannello di controllo mammoarafico con
controllo a distanza

- Monitor LCD a colori 2 MPixel

- Conformita DICOM 3.0

- DICOM STORE SCU

- DICOM PRINT SCU
DICOM WORKLIST MANAGEMENT SCU

- Interfaccia HIS-RIS-PACS




| GENERATORE

As option is also available a Diagnostic workstation
for medical image presentation and processing. Based
on an innovative concept of display presentation and
workspace configuration. It is inclusive of:
Workstation with DVD Recorder

- Software for images management and processing
- 5/MPixel Dual Headed Digital Flat Panels
- LCD Colour Service Display System

- DICOM 3.0 MG Conformity

- HIS-PACS-RIS Interface

| COMPLESSO
| TUBO RADIOGENO

| DETETTORE
| DIGITALE FLAT PANEL

|BRACCIDAC

LAMBDA DFF can be integrated with an
optional (CAD) Computer Aided Detection
mammography system.

This software provides a very effective
solution for early breast cancer detection
and workflow efficiencies for digital

systems.

| SISTEMA COMPRESSIONE
| BRACCID ISOCENTRICO
| per BIOPSIA 3D

DISPOSITIVO
BYM 3D FFDM

STAZIOMNE DIAGNOSTICA

CAD- Compuiter Alded

Dicgnosts

H. V. GENERATOR

In Opzione e disponibile una workstation di visualizzazione |

e processing avanzato dell'immagine mammografica, studiata

su un'innovativa piattaforma di presentazione su display e

configurazione workspace. | RAY TUBE ASSEMBLY
Essa include:

- Workstation con DVD

- Software per la gestione ed il processing delle immagini

- N. 2 Monitors da 5 MPixel

- Conformita DICOM 3.0 tutte le classi | DIGITAL FLAT PANEL
- Interfaccia HIS-PACS-RIS | DETECTOR

LAMBDA DFF pud essere integrato con sistema CAD [ CARM
(Computer Aided Detection), in grado di offrire una soluzione
molto efficace per il rilevamento computerizzato nella diagnosi Ecmwﬂ[ B —

precoce del tumore al seno. }
| BYM 3D FFDM DEVICE

| ISOCENTRIC C-ARM
[ for 30 BIOPSY

DIAGNOSTIC STATIDN

CAD- Computar Aided
Diagneosis

£ DATITECNICI

Range kV

Massima Corrente anodica

Minima Corrente anodica

Velocita rotazione anodo

Materiale Anodo

Calore Massimo dell’anodo

Calore Massimo déllinsieme tube-cuffia

Patenza

Range mAs

Tecnalogin

Rispluzione
MTF iModuwlotion Transfer Functian)
DCE (Detertor Quartum Efciency)

FOIO iDistanea Fuoco Detatrore)

Rotazione
Movimenta verticale 1isperto al supporto del seno

braceio C in posizione verticile

Manuale o mototizzato / servo-assistifo

OPZIONALE

OFZIONALE

DPZIDONALE

DPZIONALE

20 - 35 kv
| 105 mA
44 mn
U rpm 5042
| Molibdena dopatd
225 k) (300 kHU)
| 3200k (425 kL)
5.6 kW fuoco GRANDF
1.4 kW luogo PICEDLO
Fuoca piccolo : 14130 mAs ida 20 a 30 kY]
=100 mAs (da 31 4 35 WY

Fuioco gronds - 1300 mAs ida 10 a 35 KV)

Selenio Amorio (a-5¢

JH16 ¥ 3584

5% @ 5 Ilpfmm

0,58 (@ | lpimim per espasizione dl 10mR )

022 1@ 5 ipimm per etpostzions di 10 mA |
| BG2cm

| MANUALE + 1807 con freno a dise

dla 618 mm MIN & 1523 mm MAX

£ TECHNICAL DATA

WV range

Max Anode Curremt

Lowest Anode Current

Anode rotation speed

Target material

M.’l(lf"ll”‘ -1l!i.‘(ll‘ il['.'ll comtem

Maximum Xoray 1ibe assembly hear contant

Perwar

ImAs range

Techinolagy
Resolution
MTF (Moduation Transfer Function)

DQE {Detector Quantum Efoency|

FOD (facus Detector Distance)

Rotation

Vertical movement with respect to Breast support
[C-arm In vertical pesition)

Movement manual or mator driven with safety release

DPTIDNAL

OPTIODNAL

OFZIONAL

OFZIONAL

'
3000 rpmy S0 Mz

Large focus: 1+ 300 mAs tvom 20 o 35 kY

JH1G x 3584
32% @ 5 |prmm
|
Q58 [ ) W for exposureof 10 mR

| &hdom

0-35 kv
105 mA
i

44 mA

Molybdenum dopsd
225 bJ (300 kML)
| 330 ks {425 kil
56 kW large
14 KW small
I sl fodus © 1= 130 mAs fivom 20 D 30 kY)

1100 mAs lfrom 31 1o 35 WY

| Amnrphous Seleniim (a-Se

022 (@S ln/mm Tor exposure of 10 m~

MANLIAL = 180" with disc brake

from 618 mrn MIN t0 115 mm MAK

Lambda

caratteristiche tecniche come da data sheet specificl//for technical detalls please ask for data sheets c €






